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 Conservatory awning with motor 

Awning for conservatories with motor drive. Fabric cover. Retraction 
and extension of the awning with tubular AC motor 230V/50Hz with fric-
tion brake and electronic end stop. Thermal protection. Protection class 
IP54 (splash water), with 150cm 4-pole connection cable. Box: Extrud-
ed aluminium profile, in one piece, rounded execution, as a construc-
tion support element with profile groove for the guide rail fixations. Side 
cap made of aluminium casting to hold the roller bearing or the motor 
bearing. Roller made of galvanised steel with groove for the cover. End 
rail made of extruded aluminium chamber profile with groove for the 
cover and the runner for the push and pull mechanism. With rolled in 
front rail, the box is completely closed.Guide rails made of extruded 
aluminium profiles, with grooves for the PVC glider, hollow chamber for 
the integrated gas-filled strut mechanism and stainless steel cable trac-
tion system for the transportation of the cover, and groove for the fixa-
tion support. The installation with a max. lateral overhang of 100cm (left 
and right each) can be adjusted according to the frame work. Guide rail 
fixation supports made of aluminium casting. All visible screws in stain-
less steel.

Awnings with an extension of more than 300 cm are fitted with one 
guiding roller profile and more than 500cm with two, including support 
sets for guiding roller profiles for the cover supports. Guiding roller pro-
file is round extruded aluminium, guide rail fixings are cast aluminium 
alloy.

Option:
Motor drive E radio

Option:
with 3 guides up to 700cm total width / 700cm extension 
(maximum 49m²)

METHOD OF DELIVERY
Awning completely assembled in box, with cover. Guide rails separately.

Description

*	 with two guide rails (max. 36m²)
** with three guide rails (max. 49m²)

www.stobag.com

8.1
PS6000
05/2023

TARGA PS6000

PS6000

	  min. 85 cm	  min. 110 cm
	 *max. 600/700 cm	 **max.600/700 cm



All rights for technical modification are reserved © STOBAG 

 Conservatory awning with motor 

With box side plate

Without box side plate

A	 =  Projection
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 Conservatory awning with motor 

Installation drawing with box side plate

Installation drawing without box side plate

V1 / V2 and G1 / G2 should have similar values where possible 

B   =   Total width

V1 / V2 and G1 / G2 should have similar values where possible 
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 Conservatory awning with motor 

Fixation bracket spacing

www.stobag.com

8.4
PS6000
05/2023

TARGA PS6000

PS6000



PS6000

PS6000/3

All rights for technical modification are reserved © STOBAG 

 Conservatory awning with motor 

Set: 		  = PS6010/3		
	

Exploded view

Set: 		  = P345		
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Components list

Bearing opposite side
	 P244/1					     pc.
Wall connection profile
	 P318/1		  5.00m			   pc.
			   6.00m			   pc.
			   7.00m			   pc.
Side cap set
	 P328/1		  for P318/1			   pc.
Top box
	 PS603		  4.00m			   pc.
			   4.50m			   pc.
			   5.00m			   pc.
			   5.50m			   pc.
			   6.00m			   pc.
			   7.00m			   pc.
Box side plate
	 PS619/1	 left			   pc.
	 PS619/2	 right			   pc.
Roller tube bracket
	 PS628		  up to 500cm projection		  pc.
	 PS630		  from 500 cm projection		  pc.
Front profile
	 PS607		  4.00m			   pc.
			   4.50m			   pc.
			   5.00m			   pc.
			   5.50m			   pc.
			   6.00m			   pc.
			   7.00m			   pc.
Front profile guide
	 P616/1					     pc.
Guide rails
	   PS609	/10	 100cm			   pair
		  /12	 125cm			   pair
		  /15	 150cm			   pair
		  /20	 200cm			   pair
		  /25	 250cm			   pair
		  /30	 300cm			   pair
		  /35	 350cm			   pair
		  /40	 400cm			   pair
		  /45	 450cm			   pair
		  /50	 500cm			   pair
		  /55	 550cm			   pair
		  /60	 600cm			   pair
		  /70	 700cm			   pair
Guide rail middle
	   PS609/10/M	 100cm			   pc.
		  /12/M	 125cm			   pc.
		  /15/M	 150cm			   pc.
		  /20/M	 200cm			   pc.
		  /25/M	 250cm			   pc.
		  /30/M	 300cm			   pc.
		  /35/M	 350cm			   pc.
		  /40/M	 400cm			   pc.
		  /45/M	 450cm			   pc.
		  /50/M	 500cm			   pc.
		  /55/M	 550cm			   pc.
		  /60/M	 600cm			   pc.
		  /70/M	 700cm			   pc.

Guiding roller profile  (bis 500cm TB, Ø 45mm)
	 PS508		  600cm			   pc.
Guiding roller support  (Ø 45mm)
	 PS650/1	 with 2 guides		  pc.
	 PS650/4	 for the 3rd guide		  pc.
Guiding roller profile  (ab 500cm TB, Ø 70mm)
	 PS608		  600cm			   pc.
			   700cm			   pc.
Guiding roller support  (Ø 70mm)
	 PS650		  with 2 guides		  pc.
Fixing bracket
	 PS681/1   single plate, 50mm			   pc.
	 PS648/1   double plate, 50mm			   pc.
	 PS601/1  single plate, 60mm			   pc.
	 PS648/2  double plate, 60mm			   pc.
	 PS452/3  single plate, 200mm			   pc.
	 PS547     single plate, 500mm			   pc.
	 PS648     double plate, 500mm			   pc.
	 PS681/2  single plate, 60mm			   pc.
	 PS421/1 single plate, 52mm (SOLARLUX)		  pc.
	 PS421/2 single plate, 92mm (SOLARLUX)		  pc.
Tubular motors
	 Motor drive E / E STAS/STAK 3			   pc.
	 Motor drive E radio / E radio STAS/STAK 4
Roller tube, galvanised  (2 guides)
	 RS13/7	   85 x 1.00mm	 6.00m		  pc.
				    7.00m		  pc.
Roller tube, galvanised  (3 guides)
	 RS13/4	   78 x 1.00mm	 4.00m		  pc.
				    4.50m		  pc.
				    5.00m		  pc.
				    5.50m		  pc.
				    6.00m		  pc.
				    7.00m		  pc.
	 RS13/7	   85 x 1.00mm	 6.00m		  pc.
				    7.00m		  pc.
Roller gudgeon, round
	 RS14/4	    78mm PVC without bord		  pc.
	 RS14/7	    85mm PVC without bord		  pc.
Set for Targa (for 2 guide rails)
  PS6010/3	 including:				    pc.	
	 	 2 box side caps for top box PS605/2 l + r
		  2 end caps for front profile PS625 l + r
		  2 guide supports PS602/1 
		  1 motor protection guard PS627
		  1 screws
Hinged bearing set
	 P345	 including:				    pc.
	 	 1 opposed bearing
		  1 motor bearing
		  1 screws
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 Conservatory awning with motor 

Targa Set

PACKAGING UNIT
Set

MATERIAL
Box side caps	 chrome steel
End caps, Guide support:	 aluminium alloy casting
Bearing opposite side:	 PVC / steel
Screws, slot nut:	 stainless steel

DELIVERY PACKAGE
2 box side caps for top box	 PS605/2 left + right
2 end caps for front profile	 PS625 left + right
2 guide supports	 PS602/1
1 motor protection guard	 PS627
1 screws

Hinged bearing set

The swivel bearing kits are used to hold the floating roller tube.

PACKAGING UNIT
Set

MATERIAL
Bearing opposite side:	 PVC
Motor bearing:	 steel
Screws:	 stainless steel

DELIVERY PACKAGE
1 opposed bearing
1 motor bearing
1 screws

Guide support

PACKAGING UNIT
Piece

MATERIAL
Guide support:	 aluminium alloy casting
Slot nut/screws:	 stainless steel

The guide holder is for holding the third guide rail and is affixed to the box profile 
using a slot nut, in this way, the position of the guide rail on the box profile can 
be chosen freely.

Set for an installation with 2 guide rails.
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 Conservatory awning with motor 

Side cap set

Side caps for wall connection profile P318/1.

PACKAGING UNIT
Set

MATERIAL
Aluminium sheet
Screws:	 stainless steel

Bearing opposite side to be fixed on the side cap and to hold the spike of the 
roller tube. Due to the ball bearing almost no friction occurs.

PACKAGING UNIT
Piece

MATERIAL
Bearing opposite side	 plastic
Ball bearing	 steel (not stainless)

Bearing opposite side

The wall connection profile is to be attached to the facade, thus preventing the 
rain to drop between the facade and the awning. On wall fix installations the pro-
file must be caulked with Silicone. 

PACKAGING UNIT
Piece

Wall connection profile

MATERIAL
Extruded aluminium profile

ENGINEERING DATA
Standard lengths:	 500, 600, 700cm
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 Conservatory awning with motor 

Top box profile

Top box with screw grooves for the fixation of the side caps, including profile 
grooves for the guide support.

PACKAGING UNIT
Piece

ENGINEERING DATA
Standard lengths:	 400, 450, 500, 550, 600, 700cm

MATERIAL
Extruded aluminium profile

Box side plate

Box side plate

The box side plate is clipped on the side cap and therefore fixed.

The box side plate is clipped on the side cap and therefore fixed.

PACKAGING UNIT
1 Piece

PACKAGING UNIT
1 Piece

MATERIAL
1 side plate: 	 Aluminium alloy casting
3 fittings:	 Inox

MATERIAL
1 side plate: 	 Aluminium alloy casting
3 fittings:	 Inox
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Roller tube bracket

Supports the roller tube and is fitted in systems with swivel bearings.

PACKAGING UNIT
1 Piece

MATERIAL
Aluminium alloy casting
Wind and unwind straps: 	 Plastic
Set of screws 	 Inox

Roller tube bracket

Supports the roller tube and is fitted in systems with swivel bearings.

Used from a projection of 500cm

PACKAGING UNIT
1 Piece

MATERIAL
Aluminium alloy casting
Wind and unwind straps: 	 Plastic
Set of screws 	 Inox

Front profile

Front profile with rounded groove to hold the cover. 
The guide runner is hinged-on to the front profile.

PACKAGING UNIT
Piece

ENGINEERING DATA
Standard lengths:	 400, 450, 500, 550, 600, 700cm

MATERIAL
Extruded aluminium profile
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Front profile guide

The front profile guide allows the front profile to be retracted into the top box 
on larger installations. The front profile guide is essential for distances between 
guide rails of more than 451 cm. 

PACKAGING UNIT
Piece

MATERIAL
Guide:	 PVC
Screws:	 stainless steel

ENGINEERING
Integrated gas-filled strut mechanism
Standard lengths:

PS609/10/M = 100 cm	 PS609/30/M = 300 cm	 PS609/55/M = 550 cm
PS609/12/M = 125 cm 	 PS609/35/M = 350 cm	 PS609/60/M = 600 cm
PS609/15/M = 150 cm	 PS609/40/M = 400 cm	 PS609/70/M = 700 cm
PS609/20/M = 200 cm	 PS609/45/M = 450 cm	
PS609/25/M = 250 cm	 PS609/50/M = 500 cm

Guide rail middle

The guide rail middle is used in connection with the third guide. The guide rails 
are fully assembled and can be shortened to the required length. 

MATERIAL
Guide rails:	 extruded aluminium profile
Gas-filled struts:	 miscellaneous material
Cable:	 stainless steel
Guide runner:	 extruded aluminium profile, PVC
Guide cap:	 aluminium alloy casting

SCOPE OF DELIVERY
1 guide rails	 PS609
1 gas-filled struts	 PS629/..
1 guide runner	 PS613/1
1 guide caps	 PS618/1

PACKAGING UNIT
Piece
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 Conservatory awning with motor 

ENGINEERING
Integrated gas-filled strut mechanism
Standard lengths:

PS609/10 = 100 cm	 PS609/30 = 300 cm	 PS609/55 = 550 cm
PS609/12 = 125 cm 	 PS609/35 = 350 cm	 PS609/60 = 600 cm
PS609/15 = 150 cm	 PS609/40 = 400 cm	 PS609/70 = 700 cm
PS609/20 = 200 cm	 PS609/45 = 450 cm	
PS609/25 = 250 cm	 PS609/50 = 500 cm

Guide rails, pair

Guide rails with integral gas-filled struts to tension the cover. The guide rails are 
fully assembled and can be shortened to the required length. 

PACKAGING UNIT
Pair

MATERIAL
Guide rails:	 extruded aluminium profile
Gas-filled struts:	 miscellaneous material
Cable:	 stainless steel
Guide runner:	 extruded aluminium profile, PVC
Guide cap:	 aluminium alloy casting

SCOPE OF DELIVERY
2 guide rails	 PS609
2 gas-filled struts	 PS629/..
1 guide runner	 PS613/1
1 guide runner with fixing	 PS613/2
2 guide caps	 PS618/1

NOTE:
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To support the cover on installations with a projection of more than 300 cm with 
one guiding roller profile, for projections of more than 500 cm with two guiding 
roller profiles. 

Used up to a total width of 500cm.

Support set for guiding roller profile  (with 2 guides)

Support set for guiding roller profile (for the 3rd guide)

PACKAGING UNIT
Piece

ENGINEERING DATA
Standard lengths:	 600cm

MATERIAL
Profile:	 extruded aluminium profile

Guiding roller profile  (Ø 45mm)

This cross beam support holds the guiding roller profile PS508. Installation left 
and right on the guide rail.

PACKAGING UNIT
Set

MATERIAL
Support:	 aluminium alloy casting 
Groove stone:	 stainless steel

PACKAGING UNIT
Set

MATERIAL
Support:	 aluminium alloy casting 
Groove stone:	 stainless steel

This guide roller fixing is used to hold the guide roller tube PS508 in systems 
with 3 guide rails. Used with the guide roller tube kit PS650/1.
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Guiding roller profile  (Ø 70mm)

PACKAGING UNIT
Piece

ENGINEERING DATA
Standard lengths:	 600, 700 cm

MATERIAL
Profile:	 extruded aluminium profile

To support the cover the installation is equipped with one guiding roller profile 
on a projection of more than 300 cm, and on a projection of more than 500 cm 
with two guiding roller profiles. 

Used with 2 guides and from a total width of 500cm

Support set for guiding roller profile  (with 2 guides)

This guiding roller support holds the guiding roller profile PS608. Installation left 
and right on the guide rails.

PACKAGING UNIT
Set

MATERIAL
Support:	 aluminium alloy casting 
Slot nut:	 stainless steel
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Fixing bracket (single plate)

Fixations to be screwed onto a basic frame construction.
Hight 50mm

PACKAGING UNIT
Piece

MATERIAL
Aluminium alloy casting and extruded aluminium profiles 
Screws:	 stainless steel

ENGINEERING DATA
Retention plates:	 92 x 35 x 6mm
Standard height:	 50mm
Screws:	 M8 x18mm sliders complete

Fixing bracket (double plate)

Double fixation to screw on basic construction.
Height 50mm for 2 guides.

PACKAGING UNIT
Piece

MATERIAL
Aluminium alloy casting and extruded aluminium profiles 
Screws:	 stainless steel

ENGINEERING DATA
Retention plates:	 102 x 35 x 10mm / 102 x 170 x 10mm
Standard height:	 50mm
Screws:	 M8 x18mm sliders complete
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 Conservatory awning with motor 

Fixing bracket (single plate)

Fixations to be screwed onto a basic frame construction.
Hight 60mm

PACKAGING UNIT
Piece

MATERIAL
Aluminium alloy casting and extruded aluminium profiles 
Screws:	 stainless steel

ENGINEERING DATA
Retention plates:	 92 x 35 x 6mm
Standard height:	 60mm
Screws:	 M8 x18mm sliders complete

Fixing bracket (double plate)

Double fixation to screw on basic construction.
Height 60mm for 2 guides.

PACKAGING UNIT
Piece

MATERIAL
Aluminium alloy casting and extruded aluminium profiles 
Screws:	 stainless steel

ENGINEERING DATA
Retention plates:	 102 x 35 x 10mm / 102 x 170 x 10mm
Standard height:	 60mm
Screws:	 M8 x18mm sliders complete
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Fixing bracket, especially high (single plate)

Extended fixation to be screwed on basic construction. 
Adapted for ventilation windows in glass roofs, etc.
Height 500mm.

PACKAGING UNIT
Piece

MATERIAL
Aluminium alloy casting and extruded aluminium profiles
Screws:	 stainless steel

ENGINEERING DATA
Retention plates:	 102 x 35 x 10mm
Standard height:	 500mm
Screws:	 M8 x18mm sliders complete

Threaded rod M8

Fixing bracket, high (single plate)

Extended fixation to be screwed on basic frame construction. Especially adapt-
ed for openings in glass roofs, etc.
Height 200mm

PACKAGING UNIT
Piece

ENGINEERING DATA
Retention plates:	 92 x 35 x 6mm
Standard height:	 200mm
Screws:	 M8 x18mm sliders complete

MATERIAL
Aluminium alloy casting and extruded aluminium profiles 
Screws:	 stainless steel
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 Conservatory awning with motor 

Fixing bracket with muffling of noise to screw on the basic construction. The 
special attenuator effects a decrease of vibration.
Height 60mm.

Attention: To max. 30 ° inclination.

PACKAGING UNIT
Piece

ENGINEERING DATA
Retention plates:	 92 x 35 x 6mm
Standard height:	 60mm
Screws:	 M8 x18mm sliders complete

MATERIAL
Aluminium alloy casting and extruded aluminium profiles
Attenuator:	 synthetic material
Screws:	 stainless steel

Fixing bracket (single plate)

Fixing bracket, high (double plate)

PACKAGING UNIT
Piece

MATERIAL
Aluminium alloy casting and extruded aluminium profiles 
Screws:	 stainless steel

ENGINEERING DATA
Retention plates:	 102 x 35 x 10mm / 102 x 170 x 10mm
Standard height:	 500mm
Screws:	 M8 x18mm sliders complete

Extended fixation to be screwed on basic construction. 
Adapted for ventilation windows in glass roofs, etc.
Height 500mm for two guide rails.

Threaded rod M8
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Fixing bracket (Single sheet for type SOLARLUX)

Fixing bracket (Single sheet for type SOLARLUX)

Bracket suitable for terrace roof type SOLARLUX.
Height 84 mm.

Bracket suitable for terrace roof type SOLARLUX.
Height 84 mm.

PACKAGING UNIT
Piece

PACKAGING UNIT
Piece

ENGINEERING DATA
Retention plates:	 92 x 24 x 6mm
Standard height:	 84mm
Screws:	 M8 x18mm sliders complete

ENGINEERING DATA
Retention plates:	 92 x 24 x 6mm
Standard height:	 124mm
Screws:	 M8 x18mm sliders complete

MATERIAL
Aluminium alloy casting and extruded aluminium profiles
Screws:	 stainless steel

MATERIAL
Aluminium alloy casting and extruded aluminium profiles
Screws:	 stainless steel
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